
INSTRUCTIONS TO INSTALL PROJECTION LENS AND LENS COLLAR RING

Motor Assembly
Cover

Lens Bracket
Assembly

Slot in Motor Assembly Cover.
Insert Clip into this opening.

PARTS LIST

Item        Description   Quantity
1 Lens 1
2 Collar Ring 1
3 Collar Clips 2
4 M4 Screws 2

Front Bezel

Left IR Cover

Right IR
Cover

    How to Install the Projection Lens and the Lens Collar Ring

1. Remove the plastic IR covers on the left and right side
of the front bezel.

2. Unscrew the two M4 screws underneath the
left and right IR covers to remove the
front bezel. Carefully remove the
front bezel from the projector.

3. Locate the lens bracket assembly
located behind the front bezel and place
the projection lens onto this assembly.

4. Attach the projection lens to the lens
bracket assembly with three M4 screws
provided with the lens.

5. Next install the lens collar ring to the
projection lens.

6. First place the lens collar ring over the lens and over
the motor assembly on the lens.  The lens collar ring will
attach to the motor assembly cover via two clips and two M4
screws.  Place one side of one of the clips into the top slot on
the lens collar ring and other side into the slot on the motor
assembly cover.  Now insert a screw into the top hole of the
lens collar ring and tighten down.  Follow the same procedure
with the other clip in the bottom slot of the collar ring screw
down.

7. Place the projector front bezel back onto the projector.
8. Assemble the front bezel back onto the projector with two M4

screws removed previously in step 2.
9. Snap the left and right IR covers back into position on the

front bezel and installation is complete.

       Lens
Collar Ring

Note:  If you are installing one of the following 4 lenses, please remove and discard the
metal light shield that is attached to the lens collar by pulling it off: LENS-026, 027, 028,
or 031.


